


Meteor
 GRAY 21

•         Indoor installation only,
• Glue down, nail down by a professional installer. 
• Urethane adhesive recommended for glue down installation.

INSTALLATION - GENERAL

PAGE 2/2

•        Dust regularly. 
• Do not use bleach, alkaline or acid detergents,
• Countertops: annual or bi-annual maintenance: apply a layer of HARDWAX 
 concrete OIL and wipe with a clean, dry cloth. 
 Amount of use will dictate the frequency of maintenance required. 
 (for more details use the full maintenance instructions),
• Lasting properties cannot be fully satisfied unless normal cleaning, use and 
 maintenance are fully respected.  

INSTALLATION

• Before the installation, store the panels 72 Hours in the room of 
 implementation in condition of temperature (max 80°F). 
 and hygrometry (30, 50%).
• Cut with Hardy Baker diamond blade
• ROXIWALL can be glued with urethane adhesive or screwed directly to the existing 
 wall or structure.
• Use Tarbicol Strato (BOSTIK) to seal joints in wet areas.
• Countertops Imperative once installation complete: Application of 2 coats of  
 the HARDWAX concrete OIL. Carefully respect the indications on the maintenance 
 information on the website,
• By its nature, the product is subject to color variations. 
 The installer will ensure mixing panels.

MAINTENANCE


